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INTRODUCTION

Thank you for purchasing a Honeyville Manwalk.  This manual will provide step by
step procedures that will provide a smooth assembly process for your manwalk. The word
"manwalk" is being used as a generic term for support structures of this type used in many
Commercial applications for personnel access to remote locations.

This structure is designed to support Service Personnel by providing a 24" wide
walkway to remote areas that may require frequent inspections and/or service.  This walkway
provides industry standard handrailing and adequate toe kick protection for a safe access for
qualified service personnel.

Safety equipment should be used at all times; fall protection gear should be worn by
service or inspection personnel when performing tasks on equipment located adjacent to or at
each end this support structure.

The Honeyville Manwalk has been designed to meet the following conditions:

• 40' clear span without any additional cable trusses or support posts.
• 30 lbs. per running foot loading on structure.
• Additional snow load of 55 lbs. per square foot.
• Wind loading of 110 mph.
• Designed to be installed in horizontal position +/- 10°.

Honeyville Metal, Inc.
4200 S 900 W

Topeka, IN  46571
Phone: (260) 593-2266
Fax: (260) 593-2486

www.HoneyvilleMetal.com
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PARTS LIST

Item Part No. Description Size
A MWAT-2412 1-1/2" x 1-1/2" Formed Angle 22-1/2"
B MWBT-2412 1-1/2" x 1-1/2" Formed Angle 23-3/16"
C MWCS-2412 1-1/2" x 1-1/2" x 1/8" Galv Angle 58"
D MWAT-2412 1-1/2" x 1-1/2" x 1/8" Galv Angle 54 3/4"
E MWES-2412 1-1/2" x 1-1/2" x 1/4" Galv Angle 56 1/2"
J MWJW-2412 9" Connector
O MWOT-2412 1-1/2" x 2" x 2-1/2" Formed Z 24"
Q MWQT-2412 2" x 6" Formed Channel 24"
R MWRT-2412120 2-1/2" x 2-1/2" Main Rail 119-15/16"
S MWST-2412 2-1/2" x 2-1/2" Rail End 4-7/16"
T CWTS-240 1-1/4" Tubing 20'
V CWVS-1 1-1/16" Tubing 4"
W CWWV-24120 24" Grip-Strut 119-1/4"

CH508008 3/8"-16 x 1" Bolt
FHN208 3/8"-16 Nut
FC50612 3/8"-16 x 1-1/2" Carriage Bolt
FFNS06 3/8"-16 Whiz Nut
90064A580 #12 x 3/4" Self-Drilling Screw
FUB052235 5/16"-18 x 1-3/8" U-Bolt
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Step 5
Bolt "C" to "R" through hole B-1.
Bolt through all remaining holes B-1 and B-2.

T-1 T-1T-2 T-2T-3 T-3

B-3 B-3

L-3 L-3L-1 L-1L-2L-2

U-2 U-2U-1 U-1U-3 U-3

B-1 B-1B-2 B-2
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